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E95 B /C

For water supply from wells or reservoirs.
For domestic use, for civil and industrial applications
For garden use and irrigation.

Operating conditions
Maximum fluid temperature up td35%©.
Maximum sand content : 0.25%.
Maximum immersion :80m.

Minimum well diameter 4.

Motor and Pump

Rewindable motor or Full obturated screen motor
Three—phase: 380V — 415V /50Hz

Single—phase: 220V — 240V /50Hz

Equip with start control box or digital auto—control box
Pumps are designed by casing stressed

DONGYIN®

Components Material
Pump external casing| AIST 304 SS
Delivery casing AISI 304 SS
Suction Iantern AISI 304 SS
Diffuser Plastic. PC
Impeller Plastic. POM
Shaft (DAIST 316 SS@AISI 304 SS
Shaft coupling (DAISIT 316 SS@AISI 304 SS
Wear ring AIST 304SS
Motor external casing AISI 304SS

Top chock

(@ Cast—Cu ASTM280 (@Cast—iron G20 UNI5007

Bottom support

AIST 304SS

Mechanical seal

Special seal for deep well (carbon-SIC/TC)

Shaft

AIST 304SS-C1045

Bearing

NSK

Seal lubricant oil

0il for food machinery and pharmaceutic use.

NEMA  dimension standards E95B/6M (T)
Curve tolerance according to 18648 T
Warranty: 1 year
(according to our general sales conditions).
MODEL DIMENSTONS (mm) WEIGHT (kg)
P 3= DN
220V/240V | 380V/415V G
E95B/6M E95B/6T v/ 460 772 757 10 9
E95B/8M E95B/8T IV 514 841 826 11 11
E95B/10M E95B/10T L 568 915 895 13 12
E95B/14M E95B/14T w 676 1063 1023 16 14
E95B/18M E95B/18T 1574 783 1230 1160 19 16
E95B/24M E95B/24T w 976 1512 1413 26 21
- E95B/32T w 1191 - 1668 - 26
- E95B/40T v/ 1438 - 1989 - 31
= E95B/55T v/ 1842 - 2463 - 38
E95C/5M E95C/5T L 441 459 458 10 9
E95C/TM E95C/7T L 497 516 il 11 11
E95C/9M E95C/9T 1874 554 573 572 13 112
E95C/11M E95C/11T 1574 610 632 630 15 13
E95C/14M E95C/14T IV 695 719 716 19 16
E95C/20M £95C/20T IV 897 925 921 25 20
- E95C/25T 14 1038 - 1065 - 24
- E95C/33T L 1264 e 1294 = 30
- E95C/44T w” 1607 - 1640 - 36

® In the lilstis single phase motolryn is three phase motor

® In the liGts) is single phase motd&r(mis three phase motor
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S TYPE C TYPE
PERFORMANCE ~ DATA 50Hz
MODEL P2 DELIVERY n~2850 1/min
= g KW HP m %h 0 0.6 1.2 1.8 2.4 3.0 386 4.2 4.8 5.4 6.0
220V/240V 380V/415V Q 1/min 0 10 20 30 40 50 60 70 80 90 100
E95B/6M E95B/6T 0. 37 0.5 46 42 40 37 34 30 25 18 11
E95B/8M E95B/8T 0. 55 0.75 61 56 ba 50 46 40 33 24 15
E95B/10M E95B/10T 0.75 1 76 71 66 62 57 50 41 31 19
E95B/14M E95B/14T 1.1 1.5 107 99 93 87 80 70 58 43 26
E95B/18M E95B/18T 1.5 2 137 127 119 112 103 90 74 55 34
E95B/24M E95B/24T 2.2 3 183 169 158 149 137 120 99 73 45
- E95B/32T 4 244 226 212 199 183 160 131 98 61
- E95B/40T 5.5 305 282 265 249 229 200 164 122 76
B E95B/55T 5.8 Tisd H 419 388 364 342 315 215 226 168 104
E95C/5M E95C/5T 0. 37 0.5 L 38 36 33 32 30 28 25 22 i1\ 12 6
E95C/ ™ E95C/7T 0. 55 0, 75 58 50 47 44 42 39 35 30 24 7 9
E95C/9M E95C/9T 0.75 1 69 64 60 57 54 50 45 39 Sill 22 1l
E95C/11M E95C/11T il 1l 5 84 78 73 69 66 61 85 47 38 2 1)
E95C/14M E95C/14T 1.5 2 107 100 94 88 84 78 70 60 49 34 17
E95C/20M E95C/20T 2.2 3 152 142 134 126 120 1L 100 86 70 49 25
B E95C/25T 3 4 190 178 167 158 149 139 126 108 87 61 31
- E95C/33T 5.5 251} 235 221} 209 197 184 166 143 116 80 41
- E95C/44T . B 1.5 885 Sl 294 278 263 245 221 190 154 107 54
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